


It is possible that certain conditions may affect a CO2 cylinder, which can impact its 
proper performance. These conditions include the usage, maintenance and storage at 
temperatures that are higher or lower than normal outdoor temperatures (59°F/15°C 
to 69.8°F/21°C). Another condition may be when the gun is fired rapidly.

1. High temperatures can increase pressure in the CO2 cylinder and also within the 
gun, leading to higher than standard operating pressure. This excess pressure 
could cause the gun to malfunction or be permanently damaged. Maximum storage 
or operation temperature should never exceed 122°F (50°C). This temperature 
can be reached if you leave the gun under direct sunlight on a bright day.  Thus, 
to ensure proper gun operation, do not expose it to high temperatures or direct 
sunlight for long periods of time. Otherwise, the CO2 cylinder could overheat and 
explode, which may could damage the airgun and cause injuries or death to people 
around it.

2. Fast consecutive shooting may produce a decrease of temperature in the gun, as 
well as the CO2 cylinder. This could result in lower projectile velocities and may 
even lower gas pressure enough so that the pistol will not fire. This condition can 
be especially apparent when shooting in cold weather and can be avoided by 
allowing more time between shots. This permits the gas to increase in temperature 
and pressure and produce normal velocities.

3. During rapid fire, the muzzle velocity of each shot will diminish. This can affect 
shooting accuracy and you will get fewer shots per CO2 cylinder.

4. Care should be exercised to insure that the gun is not shot with a CO2 Cylinder that 
is low in pressure. Here are some indicators of insufficient pressure:

		  A) The sound of the shot is not as loud as when the cylinder is full.
		  B) The projectile hits the target, but in a lower position than it would with a 	

	      full CO2 cylinder (That is, the shooting speed has dropped).

USE AND HANDLING OF CO2 CYLINDERS:

• Before storing the airgun, make sure the safety is “ACTIVATED”, airgun is 
unloaded, and the CO2 is removed.

• CO2 pistols should be stored in such a manner as to protect against 
unauthorized use by children and others.

• These products are designed to look, handle and function like pistols. These 
products should be stored in such a manner to protect against theft and 
subsequent misuse.

STORAGE:

ONE (1) YEAR LIMITED WARRANTY
GAMO warrants this product to be free of original defects in material and workmanship 
for one (1) year. This warranty applies only to goods purchased in the USA. At its option, 
GAMO will repair or replace this product without charge for parts and labor, providing our 
inspection indicates that an original defect exists. Should GAMO choose to replace the 
product, and the product is no longer available at the time warranty service is required, 
a substitution of similar performance and equal or greater value will be made. This 
warranty does not include damage caused by abuse, unauthorized repair or modification 
of any kind. There are no warranties that extend beyond the description on the 
face hereof. Gamo makes no implied warranty of merchantability or implied 
warranty of fitness (for a particular purpose). Some states do not allow limitations of 
implied warranty, so this limitation may not apply to you. In that event, any such implied 
warranty is limited to that required by law. GAMO shall not be liable for incidental or 
consequential damages, including but not limited to lost profits or other economic or 
commercial losses. The sole remedy provided in this warranty is repair or replacement 
of the product. To activate this warranty you must mail within 60 days the enclosed 
GAMO warranty card to:

GAMO OUTDOOR USA, Inc.
3911 SW 47th Avenue, Suite 914

Ft. Lauderdale, Florida 33314
Phone (954) 581-5822 

E-Mail: info@gamousa.com

Include with your product a note explaining the nature of the problem and be sure to 
indicate your name, address, and telephone number. Also include a check or money 
order in the amount of $10.00 to cover postage and handling. In the event of a non-
warranty repair, you will receive an estimate prior to any work being done. This warranty 
gives you specific legal rights and you may have other rights which vary from state to 
state. As defined by federal law, this is a limited warranty.
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	       When preparing to store the pistol, point the barrel at the ground and 
make sure that the magazine is empty and that there are no pellets in the barrel. In this 
way you will avoid possible accidents when using the pistol again.

	       When there is an obstruction in the barrel, never shoot another pellet. 
Always make sure that the Safety is activated before clearing an obstruction.

NOTE: Always discard defective ammunition. We recommend GAMO ammunition for 
GAMO CO2 pistols. Never reuse pellets
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DANGER!

WARNING!

CAUTION!

UNLOADING THE PELLETS:
Keep the air pistol pointed in a SAFE DIRECTION. Remove the magazine. Fire at a SAFE target. 
Repeat until you are sure the air pistol no longer fires ammunition. You may also unload your 
air pistol by following the directions listed under “Removing Jammed Ammunition”.

REMOVING JAMMED Ammunition:
Keep the air pistol pointed in a safe direction. Remove the magazine. Remove the 
CO2 cylinder. Insert a .177 caliber ramrod into the muzzle end and carefully push the 
jammed pellet into the breech area and remove. If you are not able to unjam your air 
pistol, take not further action. Call GAMO at (954) 581-5822 and ask for the customer 
service department. NOTE: The barrel could be damaged and the warranty will be void if 
the proper sized ramrod is NOT used.

DANGER!

WARNING!

CAUTION!	       Make sure that the Safety is activated and the CO2 bottle has been 
removed before proceeding with the removal of ammunition. Before removing the CO2 
bottle, make sure that it is empty of CO2.

LOADING THE PELLETS:

AIMING SAFELY:

FIRING SAFELY:
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